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IMAGE CONVERSION METHOD AND
DEVICE USING CALIBRATION REFERENCE
PATTERN

This application claims the benefit of Taiwan application
Serial No. 101151114, filed Dec. 28, 2012, the disclosure of
which is incorporated by reference herein in its entirety.

TECHNICAL FIELD

The disclosure relates in general to automatic calibration
for a vehicle camera, and more particularly to an automatic
calibration reference pattern for a vehicle camera and a set-
ting method thereof, and an image conversion method and an
image conversion device.

BACKGROUND

Driving safety is crucial for drivers and passengers. Many
techniques are available for assisting driving safety. For
example, when reversing a vehicle, images behind the vehicle
can be captured by a rear camera. Thus, in addition to observ-
ing with the naked eye, a driver may also determine whether
obstacles or pedestrians are behind the vehicle though images
captured by a rear safety assist system.

Safety assist systems (e.g., all-around-view driver assis-
tance systems, forward collision avoidance systems, rear
safety assist systems, and side blind-spot detection systems)
are usually equipped with a vehicle camera for capturing
images outside a vehicle. Before being shipped out of the
factory, the vehicle cameras installed in vehicles need to be
calibrated first.

In a conventional human-interface calibration, a vehicle
camera is manually fine-tuned by a calibration staff, such that
characteristic patterns in captured images satisty predeter-
mined conditions and then image capture is adjusted to cor-
rect position/direction of the camera through the human-
interface operation. A system then calculates camera extrinsic
parameters and camera intrinsic parameters for coordinate
conversion.

However, due to human factors such as different observa-
tions and different carefulness of different calibration staff,
image errors are resulted in the current calibration procedure.
Further, the calibration procedure requires paying special
attention on setting of calibration reference patterns and solv-
ing extrinsic parameters may be a tremendous computation
load on the system.

SUMMARY

The disclosure is directed to a calibration reference pattern
for a vehicle camera, a method for setting a calibration refer-
ence pattern for a vehicle camera, and an image conversion
and device applying the same.

According to one embodiment, a calibration reference pat-
tern for automatically calibrating a vehicle camera is pro-
vided. The calibration reference pattern comprises: a first
calibration reference sub-pattern, comprising a first charac-
teristic pattern group, at least one straight line and a plurality
offirst grid lines, wherein the first characteristic pattern group
has at least two identical first characteristic patterns; and a
second calibration reference sub-pattern, comprising a sec-
ond characteristic pattern group and a second straight line,
wherein the second characteristic pattern group has at least
two identical second characteristic patterns. The first charac-
teristic patterns of the first characteristic pattern group are
equidistant from a border of the first calibration reference
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sub-pattern. The second characteristic patterns of the second
characteristic pattern group are equidistant from a border of
the second calibration reference sub-pattern.

According to another embodiment, a method for setting a
calibration reference pattern is provided. The calibration ref-
erence pattern is as described above. The method comprises:
placing two marking lines to align with two sides a vehicle
and crossing the marking lines to position a central extension
line of the vehicle respectively; aligning the first straight line
of the first calibration reference sub-pattern with the central
extension line of the vehicle; and aligning two ends of the
second straight lines of the second calibration reference sub-
pattern to the first grid lines of the first calibration reference
sub-pattern, respectively.

According to another embodiment, an image conversion
method is provided. The image conversion method converts a
captured input image in a first view angle coordinate system
to an output image in a second view angle coordinate system.
An image as the foregoing calibration reference pattern is
captured. The image conversion method comprises: identify-
ing the first and second characteristic patterns of the calibra-
tion reference pattern; obtaining coordinates of the first and
second characteristic patterns in the first view angle coordi-
nate system; and obtaining the first and second characteristic
patterns in the second view angle coordinate system, to obtain
a coordinate conversion relationship between the first view
angle coordinate system and the second view angle coordi-
nate system; and converting the input image to the output
image according to the coordinate conversion relationship.

According to yet another embodiment, an image conver-
sion device is provided. The image conversion device, for
converting a captured input image in a first view angle coor-
dinate system to an output image in a second view angle
coordinate system, comprises an image capturing unit, a char-
acteristic retrieval unit and a coordinate conversion unit. The
image capturing unit captures an image as the foregoing
calibration reference pattern. The characteristic retrieval unit
identifies the first and second characteristic patterns of the
calibration reference pattern. The coordinate conversion unit
obtains coordinates of the first and second characteristic pat-
terns in the first view angle coordinate system and obtains the
first and second characteristic patterns at the second view
angle coordinate system, to obtain a coordinate conversion
relationship between the first view angle coordinate system
and the second view angle coordinate system; and converts
the input image to the output image according to the coordi-
nate conversion relationship.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of a vehicle camera calibration
device according to one embodiment.

FIG. 2 is an example of a calibration reference pattern
according to one embodiment.

FIGS. 3A to 3E show setting of a calibration reference
pattern according to one embodiment.

FIGS. 4A and 4B are a calibration reference pattern and
placement of the calibration reference pattern according to
one embodiment.

FIG. 5 is a flowchart of a vehicle camera calibration pro-
cess according to one embodiment.

FIG. 6 shows details of steps 530 and 540 in FIG. 5.

FIG. 7 shows conversion from an image coordinate system
to a bird view coordinate system according to one embodi-
ment.

DETAILED DESCRIPTION

In the following detailed description, for purposes of
explanation, numerous specific details are set forth in order to
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provide a thorough understanding of the disclosed embodi-
ments. It will be apparent, however, that one or more embodi-
ments may be practiced without these specific details. One or
more embodiments may be practiced without these specific
details. In other instances, well-known structures and devices
are schematically shown in order to simplify the drawing.

In the embodiments, a length and a width of a calibration
reference pattern as well as distances between characteristic
points of the calibration reference pattern are known. Con-
sidering a longest bird view distance required by a user,
position relationships of the characteristic points under dif-
ferent view angle coordinate systems are estimated to obtain
a conversion relationship between different view angle coor-
dinate systems. In the embodiments, the calibration reference
pattern, image contour characteristic recognition and
optional color classification are used to achieve automatic
calibration for a vehicle camera.

FIG. 1 shows a block diagram of a vehicle camera calibra-
tion device 100 according to one embodiment. As shown in
FIG. 1, the vehicle camera calibration device 100 includes an
image input unit 105, an image processing unit 106 and a
memory unit 107.

For example, an image capturing unit 102 is a vehicle
camera which is carried by a vehicle, and has an image cap-
turing horizontal view angle of for example but not limited to
40 to 190 degrees, an image capturing frequency of for
example but not limited to 15 to 30 frames/second, and an
output frequency of for example but not limited to 15 to 30
frames/second.

Details of a calibration reference pattern 103 are described
shortly.

The image input unit 105 receives image data transmitted
from the image capturing unit 102. For example, the image
data is from the image capturing unit 102 when the image
capturing unit 102 captures the calibration reference pattern
103.

The image processing unit 106 performs image character-
istic identification, color classification and calculation of a
view angle coordinate conversion relationship according to
image of the calibration reference pattern. The view angle
coordinate conversion relationship describes relationship
between an image coordinate system and a bird view coordi-
nate system.

The image processing unit 106 includes a characteristic
retrieval unit 106A, a color classification unit 1068 and a
coordinate conversion unit 106C. The characteristic retrieval
unit 106 A performs image characteristic identification on the
calibration reference pattern 103, with associated details to be
described shortly. The color classification unit 106B performs
color classification on the calibration reference pattern 103,
with associated details also to be described shortly. The coor-
dinate conversion unit 106C calculates the relationship (e.g.,
a single transformation matrix H) between different view
angle coordinate systems. Further, the color classification
unit 1066 may be optional. The reason is as follows. The
calibration reference pattern may include a plurality of char-
acteristic patterns which may be patterns (e.g., circles,
squares and triangles), lines or texts or any combination
thereof. For characteristic patterns having different shapes/
lines but the same color, the color classification unit 1066 may
be ignored.

The memory unit 107 temporarily stores the view angle
coordinate conversion relationship calculated by the image
processing unit 106, temporary image data and system opera-
tion values. The memory unit 107 is for example but not
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limited by a memory. For example, the units 105, 106, 106 A,
1066, 106C are implemented by hardware or software or
firmware.

Inan alternative embodiment, other optional elements such
as a digital signal processing-control unit (e.g., a DSP or
CPU) or an image outputting unit may be included. The
digital signal processing-control unit performs functions
such as peripheral circuit initialization, image characteristic
and color identification, color classification, coordinate con-
version and bird view conversion (e.g., converting a real-time
captured image in front/behind/at the left/at the right of the
vehicle to a real-time bird view image). The image outputting
unit outputs images processed by the digital signal process-
ing-control unit to display to a user.

FIG. 2 shows an example of the calibration reference pat-
tern 103 according to one embodiment. As shown in FIG. 2,
the calibration reference pattern 103 includes three calibra-
tion reference sub-patterns 23, 24 and 25, which are rectan-
gular, for example. The first calibration reference sub-pattern
23 is placed at an extension line along a center of the vehicle,
with details for determining a position for placing the first
calibration reference sub-pattern 23 to be described shortly.
The second calibration reference sub-pattern 24 and the third
calibration reference sub-pattern 25, having substantially the
same or similar structure, are placed on the calibration refer-
ence sub-pattern 23 and perpendicularly cross the calibration
reference sub-pattern 23.

The first calibration reference sub-pattern 23 includes a
first characteristic pattern group, first straight lines and first
grid lines. The first characteristic pattern group has at least
two identical first characteristic patterns, e.g., two circular
sub-patterns 32 and 33. For example, the first straight lines
include horizontal lines 30 and 31, and the first grid lines
include grid lines 26, 27, 28 and 29. In the embodiment, for
example, the circular sub-patterns 32 and 33 are blue. To
facilitate alignment of the second calibration reference sub-
pattern 24 and the third calibration reference sub-pattern 25
(to be perpendicularly placed on the first calibration reference
sub-pattern 23), the horizontal line 30 crosses and protrudes
at the grid lines 26 and 27, and the horizontal line 31 crosses
and protrudes at the grid lines 28 and 29. The calibration
reference sub-pattern 23 has a width W1 and a total length
W3. The grid lines 26 and 27 are spaced by the distance W1,
the grid lines 27 and 28 are spaced by the distance W1, the
grid lines 28 and 29 are spaced by the distance W1, the grid
line 29 and a border of the calibration reference sub-pattern
23 are spaced by the distance W1, and the grid line 26 and one
other border of the calibration reference sub-pattern 23 are
spaced by a distance W2. That is, W3=4*W1+W2. In other
words, distances between centers of the circular sub-patterns
32 and 33 and the borders of the calibration reference sub-
pattern 23 are known. The first characteristic patterns are
equidistant from the border of the first characteristic pattern
23. For example, characteristic points (e.g., centers, which are
utilized as examples in the following descriptions) of the
circular sub-patterns 32 and 33 are equidistant from a hori-
zontal border of the first calibration reference sub-pattern 23.
Extension lines of the horizontal lines 30 and 31 pass through
the centers of the circular sub-patterns 32 and 33, respec-
tively. The grid lines 26, 27, 28 and 29 are equidistant from
one another, and a distance between one of the grid lines and
another border of the first calibration reference sub-pattern 23
(e.g., the distance W1 between the grid line 29 and a right
border of'the first calibration reference sub-pattern 23) equals
the distances between the grid lines.

The second calibration sub-pattern 24 includes a second
characteristic pattern group and at least one second straight
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line. The second characteristic pattern group has at least two
identical characteristic patterns, e.g., sub-patterns 34, 35, 36,
37,38 and 39. For example, the straight line has a horizontal
line 40. In the embodiment, for example, the sub-patterns 34,
35, 36, 37, 38 and 39 are circular. The second calibration
reference sub-pattern 24 has a width W1 and a total length
W4. A distance between centers of two neighboring circular
sub-patterns 35, 36, 37, 38 and 39 is W1. The horizontal line
40 is located at the center of the second calibration reference
sub-pattern 24. Distances from the centers of the circular
sub-patterns 35, 36, 37, 38 and 39 to a border of the second
calibration reference sub-pattern 24 are known. The second
characteristic patterns are equidistant to a border of the sec-
ond calibration reference sub-pattern 24. For example, the
centers of circular sub-patterns 35, 36, 37, 38 and 39 are
equidistant to a border (having a length W4) of the second
calibration reference sub-pattern 24. The horizontal line 40 is
located on a perpendicular bisector by connecting the centers
of the sub-patterns 36 and 37, or the centers of the sub-
patterns 35 and 38 or the centers of the sub-patterns 34 and 39.
Distances between the first calibration reference sub-pattern
and the grid lines 26 and 27 are equal to the vertical width W1
of the second calibration reference sub-pattern 24. The hori-
zontal line 40 (i.e. the second straight line) is between the
second characteristic patterns (34~39).

Similarly, the third calibration reference sub-pattern 25
includes a third characteristic pattern group and at least a third
straight line. The third characteristic pattern group has at least
two identical third characteristic patterns, e.g., sub-patterns
41,42, 43, 44, 45 and 46. For example, the third straight line
includes a horizontal line 47. In the embodiment, for
example, the sub-patterns 41, 42, 43, 44, 45 and 46 are circu-
lar. The third calibration reference sub-pattern 25 has a width
W1 and a total length W4. A distance between centers of two
neighboring circular sub-patterns 41, 42, 43, 44, 45 and 46 is
W1. The horizontal line 47 is located at the center of the
calibration reference sub-pattern 25. The distances from the
centers of the circular sub-patterns 41, 42, 43, 44, 45 and 46
to aborder of the third calibration reference sub-pattern 25 are
known. The third characteristic patterns are equidistant from
a border of the third calibration reference sub-pattern 25. For
example, the centers of circular sub-patterns 41,42, 43, 44, 45
and 46 are equidistant from a border (having a length W4) of
the third calibration reference sub-pattern 25. The horizontal
line 47 is located on a perpendicular bisector formed by
connecting the centers of the sub-patterns 43 and 44, or the
centers of the sub-patterns 42 and 45 or the centers of the
sub-patterns 41 and 46. Distances between the first calibra-
tion reference sub-pattern 23 and the grid lines 28 and 29 are
equal to the vertical width W1 of the third calibration refer-
ence sub-pattern 25. In FIG. 2, the calibration reference sub-
patterns 24 and 25 are substantially the same. In an alternative
embodiment, the calibration reference sub-patterns placed
perpendicularly on the calibration reference sub-pattern 23
may be different. However, the calibration reference sub-
patterns 24 and 25 may be substantially the same so that the
manufacturing process is simple.

To meet identification requirements of the vehicle camera
calibration device 100, in the embodiment, the circular sub-
patterns 34, 35, 36, 37, 38 and 39 have different colors. For
example, the circular sub-patterns 35, 38, 42, and 45 are red,
and the circular sub-patterns 34, 36, 37, 39, 41, 43, 44 and 46
are black. As such, when identifying the circular sub-patterns,
the vehicle camera calibration device 100 may determine
whether the identified circular sub-patterns are in the calibra-

5

10

15

20

25

30

35

40

45

50

55

60

65

6

tion reference sub-patterns 24 or 25, and determine the orders
of'the identified circular sub-patterns in the calibration refer-
ence sub-patterns 24 or 25.

When calibrating the vehicle camera, the calibration refer-
ence pattern 103 is utilized in cooperation with two marking
lines 48 and 49. For example, each of the marking lines 48 and
49 is marked with two positioning points (e.g., red spots) X
and Y at two predetermined positions during installation of
the calibration reference pattern. In the embodiment, for
example, the marking lines 48 and 49 have the same length. In
another embodiment, given that the lengths of the marking
lines 48 and 49 are sufficient for marking the positioning
points X and Y, the marking lines 48 and 49 may have differ-
ent lengths.

FIGS. 3A to 3E show setting of the calibration reference
pattern according to one embodiment. In the embodiment, an
example that the image capturing unit 102 captures images
behind a vehicle is illustrated, but the application is not lim-
ited by this.

As shown in FIG. 3A, the marking lines 48 and 49 are
placed to align with two sides of a vehicle 1000, respectively.
As shown in FIG. 3B, the marking lines 48 and 49 are crossed,
such that the two positioning points X of the marking lines 48
and 49 intersect each other, with the intersection denoted as
an intersection C. As shown in FIG. 3C, the marking lines 48
and 49 are crossed, such that the two positioning points Y of
the marking lines 48 and 49 intersect each other, with the
intersection denoted as an intersection D.

As shown in FIG. 3D, the two horizontal lines 30 and 31 of
the calibration reference sub-pattern 23 are aligned with the
intersections C and D, respectively.

As shown in FIG. 3E, two ends of the central line 40 of the
calibration reference sub-pattern 24 are aligned to the grid
lines 26 and 27 of the calibration reference sub-pattern 23,
and two ends of the central line 47 of the calibration reference
sub-pattern 25 are aligned to the grid lines 28 and 29 to
complete setting of the calibration reference pattern.

In the embodiment, the example that the image capturing
unit 102 captures images behind the vehicle is described for
illustration purposes. In an alternative embodiment, the
image capturing unit 102 may capture images in front/at the
right/at the left of the vehicle, and the marking lines 48 and 49
and the calibration reference sub-patterns 23 to 25 are placed
in front/at the right/at the left of the vehicle. Associated
details may be referred from the above descriptions, and shall
be omitted herein.

To facilitate the alignment operation, the horizontal lines
30 and 31 of the calibration reference sub-pattern 23 may be
transparent or light-transmissive, so that the two horizontal
lines 30 and 31 of the calibration reference sub-pattern 23
may be easily aligned with the intersections C and D. Further,
as previously described, the horizontal line 30 crosses and
protrudes at the grid lines 26 and 27, and the horizontal line 31
crosses and protrudes at the grid lines 28 and 29. Such design
is helpful for the two ends of the central line 40 of the cali-
bration reference sub-pattern 24 to be aligned to the grid lines
26 and 27 of the calibration reference sub-pattern 23, and the
two ends of the central line 47 of the calibration reference
sub-pattern 25 to be aligned to the grid lines 28 and 29 of the
calibration reference sub-pattern 23.

FIGS. 4A and 4B show a calibration reference pattern
according to one embodiment and the placement thereof. As
shown in FIG. 4A, a first calibration reference pattern 400
includes a first calibration reference sub-pattern 410 and a
second calibration reference sub-pattern 420. For example,
the first calibration reference sub-pattern 410 and the second
calibration reference sub-pattern 420 are rectangular. The
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first calibration reference sub-pattern 410 is placed at an
extension line along a center of a vehicle. Details about how
to place the first calibration reference sub-pattern 410 may be
referred from FIGS. 3A to 3C. The second calibration refer-
ence sub-pattern 420 is aligned the first calibration reference
sub-pattern 410 and perpendicularly crosses the first calibra-
tion reference sub-pattern 410.

The first calibration reference sub-pattern 410 includes a
first characteristic pattern group, at least one first straight line
and a plurality of first grid lines. The first characteristic pat-
tern group has at least two identical first characteristic pat-
terns, e.g., two circular sub-patterns 411 and 412. For
example, the first straight line includes a horizontal line 413,
and the first grid lines include grid lines 414 and 415. In the
embodiment, for example, the circular sub-patterns 411 and
412 are blue. To facilitate the alignment of the calibration
reference sub-pattern 420, the horizontal line 413 crosses and
protrudes at the grid lines 414 and 415. A width and a length
of the first calibration reference sub-pattern 410, a distance
between the grid lines 414 and 415, a distance from the grid
line 414 to a border of the first calibration reference sub-
pattern 410, and a distance from the grid line 415 to another
border of the first calibration reference sub-pattern 415 are
known. Further, distances from centers of the circular sub-
patterns 411 and 412 to a border of the first calibration refer-
ence sub-pattern 410 are known. The first characteristic pat-
terns are equidistant from a border of the first calibration
reference sub-pattern 410. For example, centers of the circu-
lar sub-patterns 411 and 412 are equidistant from a border of
the first calibration reference sub-pattern 410. An extension
line from the horizontal line 413 passes through the centers of
the circular sub-patterns 411 and 412. The grid lines 414 and
415 are equidistant from each other, and a distance from one
of the grid lines 414 and 415 to another border of the first
calibration reference sub-pattern 410 (e.g., a distance from
the grid line 414 to an upper border of the first calibration
reference sub-pattern 410) equals the distance between the
grid lines 414 and 415. The circular sub-patterns 411 and 412
are identical in shape and color. For example, the horizontal
line 413 is transparent or light-transmissive for facilitating the
alignment of the calibration reference sub-patterns 420 and
410.

The second calibration reference sub-pattern 420 includes
a second characteristic pattern group and a straight line. The
second characteristic pattern group has at least two identical
second characteristic patterns, e.g., two sub-patterns 421 and
422. For example, the second straight line is a horizontal line
423. In the embodiment, for example, the sub-patterns 421
and 422 are circular. Similarly, a width and a length of the
calibration reference sub-pattern 420 and a distance between
centers of the two circular sub-patterns 421 and 422 are
known. The horizontal line 423 is located at the center of the
calibration reference sub-pattern 420. Distances from the
centers of the circular sub-patterns 421 and 422 to a border of
the calibration reference sub-pattern 420 are known. The
second characteristic patterns are equidistant from a border of
the second calibration reference sub-pattern 420. For
example, the centers of the sub-patterns 421 and 422 are
equidistant from a border of the second calibration reference
sub-pattern 420. The horizontal line 423 is located on a per-
pendicular bisector formed by connecting the centers of the
sub-patterns 421 and 422. A distance between the grid lines
414 and 415 of the first calibration reference sub-pattern 410
is equal to the width of the second calibration reference sub-
pattern 420. The sub-patterns 421 and 422 and are identical in
color and shape.
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As shown in FIG. 4B, in placement, the calibration refer-
ence sub-pattern 410 is perpendicular to the vehicle and the
calibration reference sub-pattern 420 is perpendicular to the
calibration reference sub-pattern 410.

Referring to FIGS. 2 and 4A, in the embodiments, the
calibration reference pattern includes a plurality of character-
istic patterns (e.g., the circular sub-patterns), and the length
and width of the calibration reference pattern, the distances
between the characteristic patterns, and the distances
between the characteristic patterns and the border are known.
The length of the marking lines is also known. Further, the
characteristic patterns may be patterns (e.g., circles, squares
and triangles), lines or texts or any combination thereof. For
example, the characteristic points of squares, triangles and
lines may be geometric centers or corners, and the character-
istic points of texts may be corners. Further, for characteristic
patterns having different colors, the characteristic patterns
may be in a same shape or different shapes. Alternatively, for
characteristic patterns having different shapes, the character-
istic patterns may have the same color or different colors.

FIG. 5 shows a flowchart of a vehicle camera calibration
process according to one embodiment. As shown in FIG. 5, in
step 510, the calibration reference pattern is placed. Details
for setting/placing the calibration reference pattern can be
referred from associated descriptions above, and shall be
omitted herein.

In step 520, an image of the calibration reference pattern
which is placed is captured, e.g., by the image capturing unit
520.

In step 530, automatic calibration for the vehicle camera is
performed, with details thereof to be described shortly. In step
530, characteristic patterns of the calibration reference pat-
tern are identified through image identification and color
classification to determine whether the video camera is
placed in a correct position/direction. If not, the vehicle cam-
era is automatically adjusted and step 520 is repeated until the
video camera is placed in a correct position/direction. In
principle, steps 510 to 530 are sufficient for calibration of the
vehicle camera. In the embodiment, images which are real-
time captured may be converted to bird view images, for fast
automated view angle conversion.

In step 540, after the automatic calibration, for the charac-
teristic patterns of the calibration reference pattern which are
identified, coordinates of the characteristic patterns of the
calibration reference pattern on an image coordinate system
are found to obtain a conversion relationship (e.g., a homog-
raphy matrix) between the image coordinate system and a
bird view coordinate system. Further, the conversion relation-
ship between the image coordinate system and the bird view
coordinate system may be stored for coordinate system con-
version and as a reference for distance estimation. That is,
bird view images are obtained by converting the captured
images behind the vehicle, and the bird view images are
displayed to a user/driver for assisting driving safety. Details
of step 540 are described below. For example, step 540 is
performed by the coordinate conversion unit 106C in FIG. 1.

FIG. 6 shows details of steps 530 and 540 in FIG. 5 accord-
ing to one embodiment. As shown in FIG. 6, step 530 includes
steps 610 and 620, and step 540 includes steps 630 and 640.

In step 610, contour recognition and optional color classi-
fication are performed on the characteristic patterns. Contour
recognition is performed on the characteristic patterns of the
calibration reference pattern to identify contour characteris-
tics of the characteristic patterns to thereby obtain the char-
acteristic patterns (e.g., center positions of circular sub-pat-
terns). For example, the image identification is performed by
the characteristic retrieval unit 106 A in FIG. 1. For example
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but not limited by, the contour recognition may be performed
by such as a Hough transform algorithm, an edge detection
algorithm, a morphology algorithm or an active contour
method, or any combination thereof. Color classification
(e.g., performed by the color classification unit 106B in FIG.
1) identifies colors of characteristic patterns having diftferent
colors. Thus, it determines that the identified characteristic
patterns belong to which of the calibration reference patterns,
for positioning. Further, an arrangement order of the identi-
fied characteristic patterns can be confirmed and the center
positions thereof are recorded. If the characteristic patterns
have the same color, color classification may be optional.

In step 620, it is determined whether a straight line con-
necting two center positions of the identified blue circular
sub-patterns 32 and 33 is perpendicular to a rear edge of the
vehicle, to determine whether the vehicle camera is installed
at a correct position/angle or not. Further, for example but not
limited by, the straight line may be formed by connecting two
ormore coordinates of the first characteristic patterns (32, 33)
and/or the second characteristic patterns (34~39) and coordi-
nates of the first characteristic patterns (32, 33) and/or the
second characteristic patterns (34~39) are the geometric cen-
ters, the corner points or the end points of the first character-
istic patterns and the second characteristic patterns.

In calibration for a vehicle camera according to one
embodiment, after identification by the vehicle camera cali-
bration device 100, if the horizontal lines 30 and 31 are not
perpendicular to the rear edge of the vehicle, it means that a
lens of the image capturing unit 102 is deviated to the left or
to the right. The vehicle camera calibration device 100 auto-
matically sends out an instruction to adjust lens of the image
capturing unit 102 to again capture images, as in step 520,
until the horizontal lines 30 and 31 are substantially perpen-
dicular to the rear edge of the vehicle. Therefore, it is dem-
onstrated that in the embodiment, instead of manual adjust-
ment, the lens of the image capturing unit 102 may be
automatically adjusted.

In the embodiment, the actual size of the calibration refer-
ence pattern, the sizes of the characteristic patterns, and the
distances from the characteristic patterns to the calibration
reference pattern are known. In step 630, coordinates of the
characteristic patterns in a bird view coordinate system are
obtained.

In step 640, a coordinate conversion relationship between
different view angle coordinate systems is obtained, with
details thereof described below.

FIG. 7 shows conversion between different view angle
coordinate systems according to one embodiment. In FIG. 7,
the upper part is an image coordinate system (corresponding
to the captured image), and the lower part is a bird view
coordinate system (corresponding to the bird view image
converted from the captured image). In the embodiment, a
farthest desirable view range (e.g., a farthest visible range in
the bird view image) of the bird view coordinate system is
user defined.

For example, the farthest view range is defined as Wd (in
meters), and a resolution of the bird view image is RwxRh
(the same as a resolution of the captured image).

The sizes (e.g., W1 to W4 in FIG. 2) in the calibration
reference pattern are known. Thus, in FIG. 7, Wd_c1=W3-
(W1/2), and Wd_c2=W2+3*(W1/2).

In the identification result, the center coordinates of the
circular sub-pattern 33 are defined as (X1,Y1); and in the bird
view coordinate system, the coordinates of the converted blue
circle 33 are (X1', Y1").

X1'=Rw/2

Y1'=Rh*[1-(Wd_c1/Wd)
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Similarly, in the identification result, the center coordinates
of' the circular sub-pattern 32 are defined as (X2, Y2); and in
the bird view coordinate system, the coordinates of the con-
verted blue circle 32 are (X2',Y2").

X2'=Rw/2

Y2'=Rh*[1-(Wd_c1/Wd)

As such, the bird view coordinates of all of the character-
istic patterns in the calibration reference patterns under the
bird view coordinate system can be deduced accordingly.

Through a homography algorithm, the transformation
matrix H between the image coordinate system and the bird
view coordinate system is defined as the equation below:

Xnew Hy Hip Hpl[x (9]
Ynew | =| Ha Haz Hys ||y
Znew H3 Hz, Hsllz

Inequation (1), x,y and z represent pixel coordinates in the
image coordinate system; X,,..,., ¥,,.,, a0d 7,,..,, represent pixel
coordinates (estimated according to the equation (1)) in the
bird view coordinate system.

From a perspective of a non-homogenous coordinate sys-

tem

Oaers = Tnew | Znows Yoew = Ynew | Tnowt

2)
v Hyx+ Hpy+ Hisz

""" Hax + Hspy + Hssz

Hyx + Hpy + Haz

H3 X+ Hyy + Hs3z

-
Ynew =

As the image is in a two-dimensional coordinate system, it
is assumed that z=1, and equation (1) can be rewritten as:

X e Ha ¥+ 3oy +H33)=H  (x+H op+H 3

Ve Ha ¥ Hagy+Hz3)=Hy v+ Hopy+H3 3

To solve coefficients H,, to H;; in the transformation
matrix H, equation (3) can be defined as:

@),

aXTZO,ayThZO

where
h:(Hlls H12s H13s H2ls H22s H23s H3ls H32s H33)Ts
ax:(_x5 -y -1,0,0,0, X'newx5 X'newy5 X ew Ts
— e

ayi(ososof _)ss =Y _15 y'new?(s y‘newY’ y‘new) co

By substituting the coordinates of the 14 circular sub-
patterns in the image coordinate system and the coordinates
of the 14 circular sub-patterns in the bird view coordinate
system into equation (4), it is obtained that:

Ah=0 ®),

where

T T T
----- x4 8514 )

().

Due to lens distortion, in the above example, the transfor-
mation matrix H between the coordinate system and the bird
view coordinate system is estimated based on 14 character-
istic points. That is to say, to achieve distortion correction for
an image captured at edges of a lens, it needs calibration
characteristic points on image edges. For clear illustrations,
the 14 characteristic points are described in the above
example. In practice, four characteristic points are sufficient

—(y T
Asgo=(ay1 2y
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for obtaining the transformation matrix H between the image
coordinate system and the bird view coordinate system. When
four characteristic points are utilized, equation (6) can be

rewritten as:
AS)(Q:(aTxlxaTyl ----- a

M

For an n number of characteristic points utilized, equation
(6) can be rewritten as:

T T \T
<@ 5a)

_, T T T T T
Aspwo=(@" 5 1,@ FOTIRIE [ yn)

®)

In equation (8), n represents the number of characteristic
points, and is a positive integer.

Equation (5) is solved through an optimization algorithm
to obtain a single transformation matrix H having minimum
errors. For example but not limited by, the optimization algo-
rithm may be a linear least squares algorithm, a singular value
decomposition algorithm, a random sample consensus
(RANSAC) algorithm, a least median of squares (LMEDS)
algorithm or any combination thereof.

After obtaining the optimized single transformation
matrix, coordinates of non-characteristic patterns in the
image coordinate system can also be converted to coordinates
of non-characteristic patterns in the bird view coordinate
system according to the single transformation matrix and
equation (1). Further, the single transformation matrix may be
stored (e.g., in the memory unit 107) for use of a vehicle
safety system. By applying the single transformation matrix,
a vehicle safety system is capable of real-time converting a
captured image to a bird view image for displaying to a user
and for distance detection or distance estimation.

In the embodiment, if the calibration reference pattern is
placed according to requirements, after calibrating the
vehicle camera of a first vehicle, the automatic calibration for
vehicle cameras of other vehicles (that are parked at the same
parking position as the first vehicle) may be performed with-
out again installing the calibration reference pattern. Thus,
the automatic calibration for vehicle cameras of other
vehicles may be performed by utilizing the calibration refer-
ence pattern previously placed, to offer a fast and simple
vehicle camera calibration process for vehicle manufacturers.

The view angle coordinate conversion relationship
obtained from the automatic calibration for a vehicle camera
in the embodiments may be applied for bird view projection
conversion and distance estimation. Thus, the view angle
coordinate conversion relationship may be provided to a
vehicle image safety assist system for obstacle detection and
distance estimation. The bird view image converted may then
be outputted to a vehicle display device and presented to a
user to assist in driving safety.

It will be apparent to those skilled in the art that various
modifications and variations can be made to the disclosed
embodiments. It is intended that the specification and
examples be considered as exemplary only, with a true scope
of'the disclosure being indicated by the following claims and
their equivalents.

What is claimed is:

1. An image conversion method, for converting a captured
input image in a first view angle coordinate system to an
output image in a second view angle coordinate system, the
method comprising:

capturing an image of a calibration reference pattern com-

prising:

a first calibration reference sub-pattern, comprising a
first characteristic pattern group, at least one straight
line and a plurality of first grid lines, the first charac-
teristic pattern group having at least two identical first
characteristic patterns; and
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a second calibration reference sub-pattern, comprising a
second characteristic pattern group and a second
straight line, the second characteristic pattern group
having at least two identical second characteristic pat-
terns, wherein the first characteristic patterns of the
first characteristic pattern group are equidistant from
a border of the first calibration reference sub-pattern,
and the second characteristic patterns of the second
characteristic pattern group are equidistant from a
border of the second calibration reference sub-pat-
tern;

identifying the first characteristic patterns and the second

characteristic patterns of the calibration reference pat-

tern;

obtaining coordinates of the first characteristic patterns and

the second characteristic patterns in the first view angle
coordinate system and coordinates of the first character-
istic patterns and the second characteristic patterns in the
second view angle coordinate system, to obtain a coor-
dinate conversion relationship between the first view
angle coordinate system and the second view angle coor-
dinate system; and

converting the input image to the output image according

to the coordinate conversion relationship.

2. The image conversion method according to claim 1,
wherein the first straight line crosses and protrudes from at
least two of the first grid lines.

3. The image conversion method according to claim 1,
wherein the first characteristic patterns comprise a pattern or
a line or a text or any combination thereof; and the second
characteristic patterns comprise a pattern or a line or a text or
any combination thereof.

4. The image conversion method according to claim 1,
wherein:

at least one of a color or a shape of the first and second

characteristic patterns is different; and

the second straight line is between the second characteris-

tic patterns, and is at a center of the second calibration

reference sub-pattern.

5. The image conversion method according to claim 1,
wherein the first straight line is transparent or light-transmis-
sive.

6. The image conversion method according to claim 1,
wherein

the first calibration reference sub-pattern further comprises

another of the first straight line, the grid lines are equi-
distant from one another, and a distance from one of the
grid lines to another border of the first calibration refer-
ence sub-pattern is equal to a distance between the grid
lines;

at least one of the second characteristic patterns has a

different color or a different shape from others of the

second characteristic patterns and the second straight
line is between the second characteristic patterns; and

the calibration reference pattern further comprises a third
calibration reference sub-pattern, and the third calibra-
tion reference sub-pattern is substantially same as or
different from the second calibration reference sub-pat-
tern.

7. The image conversion method according to claim 1,
further comprising:

determining whether a virtual straight line formed by con-

necting the coordinates of the identified first character-

istic patterns is perpendicular to an edge of a carrier to

determine whether a lens is in a correct position and/or a

correction direction; and
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if not, automatically adjusting the lens and again capturing
the image of the calibration reference pattern until the
virtual straight line formed by connecting the coordi-
nates of the identified first characteristic patterns is per-
pendicular to the edge of the carrier;

wherein the coordinates of the first characteristic patterns
and the second characteristic patterns are the coordi-
nates of the geometric centers, the corner points or the
end points of the first characteristic patterns and the
second characteristic patterns.

8. The image conversion method according to claim 1,
wherein the identifying step identifies contours of the first and
second characteristic patterns of the calibration reference
pattern by a Hough transform algorithm, an edge detection
algorithm, a morphology algorithm or an active contour algo-
rithm or any combination thereof to determine the identified
characteristic patterns belong to which of the first and second
characteristic patterns of the calibration reference pattern, to
perform positioning.

9. The image conversion method according to claim 1,
further comprising:

identifying colors or shapes of the first and second charac-
teristic patterns of the calibration reference pattern.

10. The image conversion method according to claim 1,

further comprising:

determining an arrangement order of the first and second
characteristic patterns of the calibration reference pat-
tern and recording positions thereof.

11. An image conversion device, for converting a captured
input image in a first view angle coordinate system to an
output image in a second view angle coordinate system, the
device comprising:

an image capturing unit, for capturing an image of a cali-
bration reference pattern comprising:

a first calibration reference sub-pattern, comprising a
first characteristic pattern group, at least one straight
line and a plurality of first grid lines, the first charac-
teristic pattern group having at least two identical first
characteristic patterns; and

a second calibration reference sub-pattern, comprising a
second characteristic pattern group and a second
straight line, the second characteristic pattern group
having at least two identical second characteristic pat-
terns, wherein the first characteristic patterns of the
first characteristic pattern group are equidistant from
a border of the first calibration reference sub-pattern,
and the second characteristic patterns of the second
characteristic pattern group are equidistant from a
border of the second calibration reference sub-pat-
tern;

a characteristic retrieval unit, for identifying the first char-
acteristic patterns and the second characteristic patterns
of the calibration reference pattern;

a coordinate conversion unit, for obtaining coordinates of
the first characteristic patterns and the second character-
istic patterns in the first view angle coordinate system
and coordinates of the first characteristic patterns and
the second characteristic patterns in the second view
angle coordinate system, to obtain a coordinate conver-
sion relationship between the first view angle coordinate
system and the second view angle coordinate system;
and converting the input image to the output image
according to the coordinate conversion relationship.

12. The image conversion device according to claim 11,
wherein the characteristic retrieval unit determines whether a
virtual straight line formed by connecting the coordinates of
the identified first characteristic patterns is perpendicular to
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an edge of a carrier to confirm whether a lens is in a correct
position and/or a correction direction; if not, the characteristic
retrieval unit automatically adjusts the lens and again cap-
tures the image of the calibration reference pattern until the
virtual straight line formed by connecting the coordinates of
the identified first characteristic patterns is perpendicular to
the edge of the carrier;

wherein the coordinates of the first characteristic patterns

and the second characteristic patterns are the coordi-
nates of the geometric centers, the corner points or the
end points of the first characteristic patterns and the
second characteristic patterns.

13. The image conversion device according to claim 11,
wherein the characteristic retrieval unit identifies contours of
the first and second characteristic patterns of the calibration
reference pattern by a Hough transform algorithm, an edge
detection algorithm, a morphology algorithm or an active
contour algorithm or any combination thereof to determine
the identified characteristic patterns belong to which of the
first and second characteristic patterns of the calibration ref-
erence pattern, to perform positioning.

14. The image conversion device according to claim 11,
wherein the characteristic retrieval unit identifies colors or
shapes of the first and second characteristic patterns of the
calibration reference pattern.

15. The image conversion device according to claim 11,
wherein the characteristic retrieval unit determines an
arrangement order of the first and second characteristic pat-
terns of the calibration reference pattern and records positions
thereof.

16. The image conversion device according to claim 11,
wherein the first straight line crosses and protrudes from at
least two of the first grid lines.

17. The image conversion device according to claim 11,
wherein the first characteristic patterns comprise a pattern or
a line or a text or any combination thereof; and the second
characteristic patterns comprise a pattern or a line or a text or
any combination thereof.

18. The image conversion device according to claim 11,
wherein:

at least one of a color or a shape of the first and second

characteristic patterns is different; and

the second straight line is between the second characteris-

tic patterns, and is at a center of the second calibration
reference sub-pattern.
19. The image conversion device according to claim 11,
wherein the first straight line is transparent or light-transmis-
sive.
20. The image conversion device according to claim 11,
wherein
the first calibration reference sub-pattern further comprises
another of the first straight line, the grid lines are equi-
distant from one another, and a distance from one of the
grid lines to another border of the first calibration refer-
ence sub-pattern is equal to a distance between the grid
lines;
at least one of the second characteristic patterns has a
different color or a different shape from others of the
second characteristic patterns and the second straight
line is between the second characteristic patterns; and

the calibration reference pattern further comprises a third
calibration reference sub-pattern, and the third calibra-
tion reference sub-pattern is substantially same as or
different from the second calibration reference sub-pat-
tern.



